
TYPE IV/II
Utilizing optical flexibility, a this single luminaire 
could produce the same lighting solution and 
distributions as two separate luminaires on a 
single pole. This example shows a hybrid of Type IV 
and Type II. 

TYPE IV
The Santander Pole Top luminaire combines 
aesthetics and focused, precision lighting with 
microVOS™ optics to provide a large range of light 
distributions and beam patterns.

TYPE IV/I
This example shows a hybrid of Type IV and Type 
I. Utilizing optical flexibility, a this single luminaire 
could produce the same lighting solution and 
distributions as two separate luminaires on a 
single pole. This example shows a hybrid of Type IV 
and Type I. 

STREET LIGHTING
Featuring the new Ligman Santander

https://www.ligmanlightingusa.com/products?fixture=Santander#specification-sheets


ALL CONFIGURATIONS ARE MOUNTED AT 25FT

TYPE IV/I
Sidewalk: 1.43FC  avg
Street: 2.17FC avg
Street Avg/Min: 5.43FC avg
3486 Delivered Lumens

TYPE IV/II
Sidewalk: 1.7FC  avg
Street: 2.10FC avg
Street Avg/Min: 5.25FC avg
13486 Delivered Lumens

TYPE IV
Sidewalk: FC 1.31FC  avg
Street: 1.58FC avg
Street Avg/Min: 3.95
13486 Delivered Lumens

STREET LIGHTING
Featuring the new Ligman Santander
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